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Cut PDL 
ό¦ǎŜǊΩǎ DǳƛŘŜ ǇƎΦ сΣ {ǘŜǇ нύ 
Use a very thin periotome to cut the PDL 
around the entire root as deep apically as 
possible. This should be at least 6-8 mm 
on the mesial and distal interproximal 
facets, but will be less deep on the buccal 
facet so as to avoid damage to the fragile 
buccal bone. If the root remains resistant 
to extraction, the root can be mobilized 
with an elevator, but this can result in 
cortical bone damage . 

 

 

Drill pilot hole 
ό¦ǎŜǊΩǎ DǳƛŘŜ ǇƎΦ сΣ {ǘŜǇ оύ 
Prepare site for placement of Extraction 
Screw by drilling pilot hole in the root 
canal to a depth of 6-8 mm using slow 
speed pilot drill (right photo)  or #557 
surgical bur (left photo). 

 

Select  
Extraction Screw 
ό¦ǎŜǊΩǎ DǳƛŘŜ ǇƎΦ тΣ {ǘŜǇ пύ 
Consult radiograph when selecting screw 
length.  {ŜŜ ¦ǎŜǊΩǎ DǳƛŘŜ ŦƻǊ ƛƴŦƻǊƳŀǘƛƻƴ 
on selection of thin or thick screw, and 1, 
2 or 3-ball screw.  A thin screw is com-
monly used.  Choose a screw that will 
engage securely to a proper depth in pilot 
hole, with ball 3-4mm above occlusal sur-
face of adjacent teeth.  

 

Choose driver and 
place Extraction 
Screw 
ό¦ǎŜǊΩǎ DǳƛŘŜ ǇƎǎΦ у-11, Step 5)  
{ŜŜ ¦ǎŜǊΩǎ DǳƛŘŜ for detailed information 
regarding screw placement and selection 
of Anterior Driver or Manual Latch Head 
Driver.  Screw should engage to a proper 
depth in the pilot hole, and should feel 
tightly and securely engaged (typically 30-
35 Ncm).  Ball should be approximately 3-
4mm above the occlusal surface of adja-
cent teeth. With the Screw in place, check 
to make sure the Screw/root complex is 
mobile before proceeding.  

 

SIDE A 



 
 
 

 
Position Fulcrum 
Tray and Pry Bar 
ό¦ǎŜǊΩǎ DǳƛŘŜ ǇƎǎΦ мн-14, Steps 6, 7) 
Pry Bar MUST be aligned in me-
sial-distal direction. Extraction 
Screw ball must be snug in Pry 
Bar cradle. Photos illustrate cor-
rect and incorrect positioning of 
Pry Bar for posterior and anterior 
extraction.   

 

Apply extraction 
pressure 
ό¦ǎŜǊΩǎ DǳƛŘŜ ǇƎǎΦ моΣ мпΣ {ǘŜǇ тύ 
With Extraction Screw ball snug 
in Pry Bar cradle, apply extraction 
pressure on Pry Bar handle. For 
resistant roots, use a controlled 
pumping motion to stretch the 
PDL, exerting pressure and re-
leasing in two-second intervals to 
loosen root and allow fluid to fill 
PDL space.  

 

Remove Extraction 
Screw from root 
ό¦ǎŜǊΩǎ DǳƛŘŜ ǇƎΦ мрΣ {ǘŜǇ уύ  
The Finger Driver is useful for 
removing the root from the screw 
without damaging the screw (left 
photo), and for holding screws 
when using the screw straight-
ŜƴŜǊ όǊƛƎƘǘ ǇƘƻǘƻύΦ  {ŜŜ ¦ǎŜǊΩǎ 
Guide pg. 16 for detailed infor-
mation regarding use of screw 
straightener. 
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